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Steam Traps, Y-strainers, Air Vents, Drainers, Pump Traps, Steam Filter,
Humidifiers, Water Heaters, Digital Hot water Control Valve and etc.

DRV can delivered 625 LPM with control temperature   /  1°C-+

Thermostatic Valve is not necessary anymore with Armstrong DRV

The Brain®

Digital Recirculation Valve

Key
1 Emech F5 + G1 Temperature Controller.
2 Check Valve (Non Return)
3 Manual Isolation Valve
4 Spring to Close Isolation Valve
5 Pressure Reducing Valve
6 Remote Set Point Selector Switch
7 Controller
8 Temperature Sensor
9 Water Tank
10 24V dc Power Supply

Water pipe
Steam pipe
24Vdc power cable
Signal cable
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CONTROLLER

Tank Water Temperature 
Required 60°C

Top-up Flow 
20 – 52 Lpm

Start-up Flow 
130 - 150 Lpm

COLD WATER SUPPLY 
28°C @ ~1.5 bar

STEAM SUPPLY 
@ ~10 bar

STEAM 
@ ~3 bar

6
Remote Set Point 
Selector Switch

OFF
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24Vdc Power 
Supply10

Volume: 
3000 Liters

Best Farms Poultry Wash

Emech™ Digital
Control Valves


