
: @ALPHAGROUP : 0-2792-9333 : www.alphagroup.co.th

ARI-SAFE 901 / 902 / 911 / 912
Technical data

Full lift safety valve D/G, Standard safety valve F

Fig. ... .912
open lifting device,

closed bonnet

 
 

Fig. ... .911
gastight cap,

closed bonnet

 
 

Fig. ... .902
open lifting device,

open bonnet

 
 

Fig. ... .901
closed lifting device,

closed bonnet

 
 

DN1 / DN2 15 / 25 20 / 32 25 / 40 32 / 50 40 / 65 50 / 80 65 / 100 80 / 125 100 / 150 125 / 200 150 / 250 200 / 300 250 / 350
Sonder-DN 25 / 50 40 / 50 40 / 80 80 / 100 150 / 200
Dimensions
d0 (mm) 13 18 22,5 29 36 45 58,5 72 90 106 125 165 200
A0 (mm2) 133 254 398 661 1018 1590 2688 4072 6362 8825 12272 21382 31416
l (mm) 80 85 100 110 115 120 140 160 180 200 1) 225 300 325
l1 (mm) 90 95 105 115 140 150 170 195 220 250 1) 285 305 340
H (mm) 260 270 280 330 390 435 545 610 690 845 890 1105 1175
H (Bellows design) (mm) 290 310 335 390 445 500 620 690 808 919 953 1215 1262
X (mm) 150 150 150 200 250 300 350 400 500 500 500 500 500

C 
(Widthupport 
tongues)

EN-JL1040 (mm) -- -- -- -- -- -- -- 280 332 362 408 -- --
EN-JS1049 (mm) -- -- -- -- -- -- -- 280 332 362 408 521 600
1.0619+N (mm) -- -- -- -- -- 204 242 280 332 362 408 521 600
1.4408 (mm) -- -- -- -- -- 204 242 280 332 362 408 521 600

Drainhole with plug 
(inch) G1/4" G3/8"
Standard for EN-JL1040, EN-JS1049 1.0619+N, optional at 1.4408

1) DN150 / 200: l=241,3   l1=239,7
Weights
standard (kg) 7 8,5 10 14 20 28 40 53 80 125 165 280 430
optional: Bellows design (kg) 7,5 9,5 11,5 16 22,5 32 47 59 93 140 180 310 470

Pressure-temperature-ratings Intermediate values for max. permissible operational pressures can be determined by linear interpolation of the given 
temperature / pressure chart.

acc. to DIN EN 1092-2 -60°C to <-10°C 1) -10°C to 120°C 150°C 200°C 250°C 300°C 350°C 400°C 450°C
EN-JL1040 PN16 (bar) -- 16 14,4 12,8 11,2 9,6 -- -- --
EN-JS1049 PN25 (bar) on request 25 24,3 23 21,8 20 17,5 -- --
EN-JS1049 PN40 (bar) on request 40 38,8 36,8 34,8 32 28 -- --

acc. to manufacturers standard -60°C to <-10°C 1) -10°C to 120°C 150°C 200°C 250°C 300°C 350°C 400°C 450°C
1.0619+N PN25 (bar) 18,7 25 23,9 22 20 17,2 16 14,8 8,2
1.0619+N PN40 (bar) 30 40 38,1 35 32 28 25,7 23,8 13,1

acc. to DIN EN 1092-1 -60°C to <-10°C -10°C to 100°C 150°C 200°C 250°C 300°C 350°C 400°C 450°C
1.4408 PN40 (bar) 40 40 36,3 33,7 31,8 29,7 28,5 27,4 --

1) Studs and nuts made of A4-70 (at temperatures below -10°C)



: @ALPHAGROUP : 0-2792-9333 : www.alphagroup.co.th

ARI-SAFE 901 / 902 / 911 / 912
Technical data

Parts

Pos. Sp.p. Description Fig. 12.901/902/911/912 Fig. 23./25.  901/902/911/912 Fig. 34./35.901/902/911/912 Fig. 55.901/911
1 Body EN-GJL-250 , EN-JL1040 EN-GJS-400-18U-LT, EN-JS1049 GP240GH+N, 1.0619+N GX5CrNiMo19-11-2, 1.4408
2 Seat X6CrNiMoTi17-12-2, 1.4571
3 Studs 25CrMo4, 1.7218 A4 - 70
4 Spindle guide X20Cr13+QT, 1.4021+QT (≥ DN65: EN-GJS-400-18U-LT, EN-JS1049) X6CrNiMoTi17-12-2, 1.4571
7 x Gasket Pure graphite (CrNi laminated with graphite)
8 Hexagon nut C35E, 1.1181 A4
11 Bonnet, closed EN-GJL-250 , EN-JL1040 EN-GJS-400-18U-LT, EN-JS1049 1) GX5CrNiMo19-11-2, 1.4408
12 Disc X39CrMo17-1+QT, 1.4122+QT X6CrNiMoTi17-12-2, 1.4571
14 x Spindle X20Cr13+QT, 1.4021+QT X6CrNiMoTi17-12-2, 1.4571
17 Adjusting screw X20Cr13+QT, 1.4021+QT X2CrNiMo17-12-2, 1.4404
22 Plug screw 5.8 A4
27 x Sealing ring CuFA (≥ DN125: Graphit) X6CrNiMoTi17-12-2, 1.4571
28 Cap, closed EN-GJL-250 , EN-JL1040 EN-GJS-400-18U-LT, EN-JS1049 1) GX5CrNiMo19-11-2, 1.4408
29 Cap, open EN-GJL-250 , EN-JL1040 EN-GJS-400-18U-LT, EN-JS1049 --
30 Cap, gastight EN-GJL-250 , EN-JL1040 EN-GJS-400-18U-LT, EN-JS1049 1) GX5CrNiMo19-11-2, 1.4408
31 x Packing rings Pure graphite
35 Lift fork EN-GJS-400-15, EN-JS1030 (DN200: GP240GH+N, 1.0619+N) GX5CrNiMo19-11-2, 1.4408
36 Lever, closed EN-GJS-400-18U-LT, EN-JS1049 GX5CrNiMo19-11-2, 1.4408

37 x Spring FDSiCr / 51CrV4, 1.8159
X10CrNi18-8, 1.4310  
(FDSiCr: 51CrV4, 1.8159) 2)

41 Lever, open EN-GJS-400-18U-LT, EN-JS1049 --
42 Bonnet, open EN-GJL-250 , EN-JL1040 EN-GJS-400-18U-LT, EN-JS1049 --
43 Bellows (optional) EPDM 70 Shore A
55 Bellows unit (optional) X6CrNiMoTi17-12-2, 1.4571

70
Balanced piston  
(at bellows)

X6CrNiMoTi17-12-2, 1.4571

└ Spare parts  
1) Optional: GP240GH, 1.0619
2) Special coating

DN1 / DN2 15 / 25 20 / 32 25 / 40 32 / 50 40 / 65 50 / 80 65 / 100 80 / 125 100 / 150 125 / 200 150 / 250 200 / 300 250 / 350

Special-DN 25 / 50 40 / 50 40 / 80 80 / 100 150 / 200

Spring ranges: Standard design
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(barü) 0,2 - 0,45 0,2 - 0,5 0,2 - 0,5 0,2 - 0,5 0,2 - 0,5 0,2 - 0,4 0,2 - 0,5 0,2 - 0,3 0,2 - 0,3
(barü) > 0,45 - 0,9 > 0,5 - 1 > 0,5 - 1 > 0,5 - 1 > 0,5 - 1 > 0,4 - 0,75 > 0,5 - 1 > 0,3 - 0,5 > 0,3 - 0,35
(barü) > 0,9 - 1,3 > 1 - 1,5 > 1 - 1,5 > 1 - 1,5 > 1 - 1,5 > 0,75 - 1,1 > 1 - 1,5 > 0,5 - 0,85 > 0,35 - 0,6 
(barü) > 1,3 - 2 > 1,5 - 2,5 > 1,5 - 2 > 1,5 - 2 > 1,5 - 2 > 1,1 - 1,5 > 1,5 - 1,9 > 0,85 - 1,1 > 0,6 - 0,7
(barü) > 2 - 2,5 > 2,5 - 4,5 > 2 - 2,7 > 2 - 2,7 > 2 - 2,5 > 1,5 - 1,9 > 1,9 - 2,3 > 1,1 - 1,4 > 0,7 - 0,9
(barü) > 2,5 - 3,2 > 4,5 - 8,5 > 2,7 - 3,6 > 2,7 - 3,6 > 2,5 - 3 > 1,9 - 2,5 > 2,3 - 2,7 > 1,4 - 1,8 > 0,9 - 1,5
(barü) > 3,2 - 4,3 > 8,5 - 19 > 3,6 - 5 > 3,6 - 5 > 3 - 3,6 > 2,5 - 2,95 > 2,7 - 3,3 > 1,8 - 2,0 > 1,5 - 1,9
(barü) > 4,3 - 5,6 > 19 - 28 > 5 - 9 > 5 - 9 > 3,6 - 5 > 2,95 - 4 > 3,3 - 4,1 > 2,0 - 2,2 > 1,9 - 2,6
(barü) > 5,6 - 10 > 28 - 35 > 9 - 16 > 9 - 14 > 5 - 9 > 4 - 5,7 > 4,1 - 5,5 > 2,2 - 2,4 > 2,6 - 3,0
(barü) > 10 - 20 > 35 - 40 > 16 - 22 > 14 - 19 > 9 - 14 > 5,7 - 8,2 > 5,5 - 7,4 > 2,4 - 2,7 > 3,0 - 4,5
(barü) > 20 - 25,9 > 22 - 28 > 19 - 25 > 14 - 19 > 8,2 - 12 > 7,4 - 11 > 2,7 - 3,1 > 4,5 - 6,0
(barü) > 25,9 - 40 > 28 - 34 > 19 - 24 > 12 - 17 > 11 - 16 > 3,1 - 4,0 > 6,0 - 7,0
(barü) > 34 - 40 > 17 - 24 > 16 - 21 > 4,0 - 4,8 > 7,0 - 8,5
(barü) > 24 - 27 > 21 - 26 > 4,8 - 5,6 > 8,5 - 10,0
(barü) > 5,6 - 6,8 > 10,0 - 11,5
(barü)

Information / restriction of technical rules need to be observed!

A production permission acc. to TRB 801 No. 45 is available.

The engineer, designing a system or a plant, is responsible for the selection of the correct valve. 

Resistance and fitness must be verified  
(contact manufacturer for information, refer to Product overview and Resistance list).

> 6,8 - 7,8 > 11,5 - 13,0
(barü) > 7,8 - 9,5 > 13,0 - 14,0
(barü) > 9,5 - 11,0 > 14,0 - 15,0
(barü) > 11,0 - 13,0 > 15,0 - 16,0
(barü) > 13,0 - 15,0 > 16,0 - 20,0
(barü) > 15,0 - 17,5 
(barü) > 17,5 - 21,0  
(barü) > 21,0 - 25,0  
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ARI-SAFE 901 / 902 / 911 / 912
Capacity: Saturated steam 

Capacity saturated steam (incl. 10% overpressure) 

DN1 / DN2 15 / 25 20 / 32 25 / 40 32 / 50 40 / 65 50 / 80 65 / 100 80 / 125 100 / 150 125 / 200 150 / 250 200 / 300 250 / 350

Set pressure Saturated steam (kg/h)
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0,2 (barg) 42 81 126 210 324 506 855 1295 2024 2510 3490 6937 8931

0,4 (barg) 60 120 185 307 473 739 1250 1890 2960 3630 5050 9694 12615

0,5 (barg) 67 132 207 344 529 827 1400 2120 3310 4070 5660 10859 14204

0,6 (barg) 74 147 230 383 590 923 1560 2360 3690 4470 6220 11934 15698

0,8 (barg) 87 174 272 453 698 1090 1840 2790 4360 5240 7280 13901 18492

1 (barg) 100 203 317 526 811 1270 2140 3245 5070 6030 8385 15868 21306

1,5 (barg) 133 272 425 707 1090 1700 2875 4355 6800 8050 11200 20739 28637

2 (barg) 164 305 477 792 1220 1900 3220 4880 7625 10125 14080 25647 36333

2,5 (barg) 194 366 572 950 1460 2285 3865 5855 9145 11990 16660 30689 43601

3 (barg) 224 424 662 1100 1695 2645 4475 6775 10600 13880 19300 35874 50185

4 (barg) 280 535 837 1390 2140 3350 5650 8570 13400 17550 24400 45676 62689

5 (barg) 335 640 1000 1665 2565 4000 6770 10260 16000 21000 29250 54723 75043

6 (barg) 390 745 1165 1940 2990 4665 7890 11950 18650 24500 34050 63698 87350

7 (barg) 445 850 1330 2210 3400 5320 9000 13600 21300 27900 38800 72658 99638

8 (barg) 500 957 1495 2485 3820 5980 10100 15300 23900 31350 43600 81599 111898

9 (barg) 554 1060 1660 2755 4245 6630 11200 16950 26500 34800 48400 90525 124139

10 (barg) 609 1165 1820 3025 4665 7290 12300 18650 29150 38250 53200 99452 136381

11 (barg) 664 1270 1985 3300 5080 7940 13400 20300 31750 41600 58000 108370 148610

12 (barg) 718 1375 2150 3570 5500 8590 14500 22000 34350 45100 62700 117282 160831

13 (barg) 773 1480 2310 3840 5920 9250 15600 23650 37000 48500 67500 126197 173057

14 (barg) 827 1580 2475 4110 6340 9900 16700 25350 39600 52000 72300 135113 185284

15 (barg) 882 1690 2640 4385 6760 10550 17800 27000 42200 55400 77000 144035 197518

16 (barg) 936 1790 2800 4655 7170 11200 18950 28700 44800 58800 81800 152960 209758

17 (barg) 991 1900 2965 4930 7590 11850 20050 30350 47400 62200 86600 161889 222002

18 (barg) 1046 2000 3130 5200 8010 12500 21150 32050 50100 65700 91400 170826 234257

19 (barg) 1101 2100 3295 5470 8430 13150 22250 33700 52700 69100 96200 179777 246532

20 (barg) 1156 2210 3460 5750 8850 13800 23350 35400 55300 72600 101000 188724 258800

21 (barg) 1210 2320 3620 6020 9250 14500 24500 37100 57900 76000 105800 197693 

22 (barg) 1265 2420 3790 6290 9700 15150 25600 38800 60600 79500 110900 206658 

24 (barg) 1375 2635 4120 6840 10500 16450 27850 42100 65900 86500 120600 224640

25 (barg) 1431 2740 4280 7120 10950 17100 28950 43800 90200 125500 233648 

26 (barg) 1486 2850 4450 7390 11350 17800 30050 93700 130300

27 (barg) 1541 2950 4620 7670 11820 18460 31220 96950

28 (barg) 1597 3060 4780 7950 12250 19100 32300

30 (barg) 1708 3270 5120 8500 13100 20450 34550

32 (barg) 1819 3490 5450 9060 13950 21800 36800

34 (barg)

40 (barg)


