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 BASKET STRAINER WATER, OIL

SU-20, 20S, 20C
1. The largest possible filtration area in view of 
    flow rate decrease caused by clogging.
2. Disassembling and cleaning are easy due to 
    a simply structured cover that can be fixed 
    and removed simply by tightening or 
    unfastening a single bolt.
3. Excellent corrosion resistance due to the 
    inner and outer surface coated with Nylon 11 
    (SU-20C).
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ΔP: Pressure loss MPa

Nominal size

PRESSURE LOSS CHART (FOR WATER)
Screen: Perforation =Ø 6-1.42 holes/cm2, 
              Mesh = 60 mesh
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DIMENSIONS (MM) AND WEIGHTS (KG)

Model
Application

Nominal size

Maximum pressure

Maximum temperature

Perforation

Mesh

Connection

SU-20・20C

20A-150A

1.0 MPa

220˚C
(60°C in the case of the SU-20C)

SU-20S

80˚C

Screen

Material

Cold and hot water, Oil, Other non-dangerous fluids

Ductile cast iron

Stainless steel 

Ø 6-1.42 holes/cm2

Standard 60 mesh

JIS 10K FF flanged

Body

O-ring

Screen

20A-100A

1.0 MPa

125A

0.7 MPa

150A

0.5 MPa

NBR

･ Available with rust-proof (SU-20). ･ Available with 20 to 250 mesh screen.

SPECIFICATIONS




